


VTACDC-HEH 09-X 12-X 15-X
Power Supply V/Ph/Hz 208 - 240 / 1 / 60

Cooling

Capacity
BTU/H

9300 11800 14700
Range 5560-11800 5600-14000 6560-16300
Power Input W 770 1035 1335
EER

BTU/w.h
12.1 11.4 11.0

Part-load IEER 20.0 19.6 17.3

Heating

Capacity
BTU/H

8500 11800 14000
Range 4630-11000 4790-13400 5430-15800
Power Input W 690 960 1240
COP W/W 3.6 3.6 3.3

Electric Heater @ 230V kW 3.6 5
Power cable specification @240V A 20 30
Maximum input power W 1165 1350 1600
Maximum current

A

6.60 7.60 9.30 
Minimum Circuit Ampacity (MCA) @ 230V / 208V 1 20 / 18.5 28 / 25.5
Maximum Over-current Protection (MOP) @ 230V / 208V 1 20 / 20 30 / 30
Operation Control (optional) 24V thermostat or external controller

Indoor Fan motor

Input W 130
Air Flow (H/M/L) CFM 465/350/305 465/390/305 465/465/390
External static pressure (H) in.wg 0.1
Noise Level  (H/M/L) db(A) 55/47/45 55/49/46 55/55/54

Outdoor Fan motor
Input W 89
Noise Level  (H/L) db(A) 62/59 64/60 64/62

Compressor Type Rotary Inverter Type

Refrigerant
Type R410A
Charge oz 37 39

Recommended operation temp. range

ºF

60-90

Recommended ambient temp. range 
@ Cooling 55-125
@ Heating 32-85

Net dimensions (W x H x D) 2

in.
23-1/8 x 31-1/4 x 23-1/8

Packing dimensions (W x H x D) 2 27-3/4 x 35-7/16 x 27-3/4 

Unit Weight
Net

Lbs
170

Ship 190
Loading Quantity (20’ / 40’ / 40’ HQ) units 51 / 102 / 102

1:  MCA and MOP are calculated based on when the electric heater is on.
2: Dimensions are approximate within 1/16”.


